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Fixing technical issues

Check the following suggestions before you call the technical service :

PROBLEM SOLUTION
1. Check that the suction hose inside the container is properly connected.
2. Check that the container is fully screwed on. Do not apply excessive force.
THE DEVICE DOESN'T SPRAY 3. Loosen the nozzle. Point the spout in the opposite direction to the spray direction.

4. Empty the bottle. Fill the bottle with hot {not boiling) water and try spraying
at "HIGH" power {press the activation button twice).
If it does not start spraying again after 10 seconds, turn off the tool and contact
the technical support. If the spray starts again, let it spray for at least one minute.
Remove the hot water and resume working with the Airlog for 20 seconds.

THE DEVICE DOESN'T CONSUME

1. Check that there is no residual dirt in the suction hose or in the suction itself.
2. Screw the dispensing nozzle completely on, making sure the gaskets remain in place

THE AL AMOUNT OF
usu OUNTO and clean to remove any impurities. Tighten the nozzle back in place
LIQUID and try again.
1. Disassemble the container and check that there is no dirt in the slot where it screws
LIQUID DRIPPING or on the neck of the container.
2. Check the tank to be sure no damage is present. Check the tightness of the tank
ABNORMAL NOISE 1. Check the presence of liquid in the tank.

2. Turn ON and OFF the device anche check if the problem persist.

DEVICE MAINTENANCE PROCEDURES

Device Cleaning

The device requires to be cleaned in this cases:
|. The device is not used for up to 5 days in a row
2. The nebulizing doesn't look normal or drops are present during the nebulization

Cleaning Procedure

I. Empty the AirLog 6 liquid from the tank and fill it halfway with warm water.
2. Dispense water for at least one minute continuously.
3. Empty the water from the tank, screw it back on, and dispense until the device no longer dispenses air.

Cleaning Procedure IN CASE OF POOR DISPENSING

1. Remove the tank containing Aidog 6

2. Unscrew and remove the dispensing nozzle

3. Rotate the nozzle in the opposite direction to the dispensing direction

4. Unscrew the nozzle all the way, screw the liquid tank back on and check the device is working properly
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HOW TO USE THE DEVICE PICTURE
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A Battery Usage Warnings A

- Do not get the battery wet. Keep it away from humid environments

- Do not bring the battery near a flame or expose it to high temperatures IM PO RTANT

- Do not throw the battery into a fire

- Do not allow the positive and negative terminals of the battery to come TO CHARGE THE DEVICE, IT IS IM-
into contact with each other _ PORTANT TO ENSURE THAT THE USB
- Do not strike or violently impact the batteries POWER CABLE IS PLUGGED INTO AN

- Do not disassemble the batteries under any circumstances
- Do not place the batteries in a microwave oven ADAPTER SOCKET WITH AT LEAST A

If the battery emits odors, is deformed or discolored, or has cosmetic 1A CAPACITY.
defects DO NOT USE the device and contact customer service for a replacement.

Technical Features PRODUCER

Supply Voltage 37V et INTEGR, -

Recharge Voltage USB - 5V DC - 1000 mA (;}\sr

Motor Frequency 5000 RPM J\(.“ L

Power 15W Screy ’ e

Battery Capacity 200mih L e | e
Storage Temperature -20°C / +60°C

Operating Temperature -10°C / +60°C \c/:i:.{./isli.s iser;l)i, ) NN |7
Dimensions 170 x 50 x 160 mm 05100 - Terni

Empty Product Weight 446 gr. www.chiss.it 'A m
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LOW intensity indicator HIGH intensity indicator

charge level indicator

interrupteur d'allumage

one touch = LOW intensity erogation
+one touch = HIGH intensity erogation
+one touch = STOP

AUTO MODE SWITCH
While operating at HIGH power,
the device monitors the battery charge
status. If this level falls
below 25%, the device automatically
switches to LOW power.

Porta USB per la ricarica
del dispositivo

nozzle

illuminators

Airlog 6 liquide tank

< 4 ) Sipping Valve
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A ATTENTION A

VENTILATION VENTS
DO NOT OBSTRUCT THE VENTILATION HOLES IN ANY WAY

DO NOT LET LIQUIDS OF ANY KIND LEAK OUT

Do not modify, disassemble, or repair the diffuser without prior notice.

In the event of a malfunction, CONTACT YOUR DISTRIBUTOR.

Do not damage, bend, or pull the power cord.

Do not place heavy, sharp, or pointed objects on the power cord.

Do not connect the device to the power supply for ANY reason if it is damaged.
Do not wet the device.

Do not touch the power cord if it is visibly damaged.

Do not unplug the device from the outlet by pulling on the cord.

Do not disassemble the device while it is turned on and/or in operation.

AirLog 6 liquid must NOT come into contact with any chemicals other than: DISTILLED WATER
(used for instrument cleaning procedures).

IMPORTANT !

Do not tilt the device to avoid
damages to the electronic board
due to fluid loss
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